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AIR COOLED - NON WATER HEATING DEHUMIDIFIERS
DCA 2500TV, DCA 3000TV
WATER HEATING ASSIST DEHUMIDIFIERS
DCA 2500TVWH, DCA 3000TVWH

R-407C
REFRIGERANT

PHYSICAL DIMENSIONS
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DCA8g5bbTVm8
DCA8g5bbTVWH
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Cautions:8All8dimensions8are8in8inches8and8are8subject8to8change8without8noticec
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AIR COOLED - NON WATER HEATING DEHUMIDIFIERS
DCA 2500TV, DCA 3000TV
WATER HEATING ASSIST DEHUMIDIFIERS 
DCA 2500TVWH, DCA 3000TVWH

SERVICE ACCESS

Cautions: All dimensions are in inches and are subject to change without notice.

36.000
36.000

Fresh Air Inlet

Low Voltage 
Wiring Connection

Return Air 
and Filter

Supply Air Outlet

Hot Gas to 
Remote Condenser

Liquid Return From 
Remote Condenser

Electrical
Box Access

Drain Connection 
1" MPT

Water Connections (WH Models Only)
(Approximate Location)

4-6"

4-6"

48.000

Outdoor Air

TOP VIEW

DISTANCE BEFORE FIRST ELBOW

Supply Air

Return Air 
and Filter

1/2"-13 threaded weld nuts
used for levelers or vibration eliminators 

BOTTOM VIEW

Return Air 
and Filter

Access To:
Evaporator, 
Reheat Coils, 
Blower,
Motor 

Access To:
Compressor,
Receiver

Discharge 
And Suction 
Taps

Air Balancing
Ports

AREA FOR 
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DISTANCE OFF OF THE WALL
FOR SERVICE ACCESS

DISTANCE 
OFF OF THE 
WALL FOR 
SERVICE
ACCESS

AREA FOR 
SERVICE ACCESS

Access To:
Service Valves


