
CONDENSER SELECTION GUIDE
DCA MODEL
NUMBER

LINE SIZE (O.D.)
PHASE

AMBIENT MODEL

SUPPLY RETURN 95ºF 100ºF 105ºF

DCA 650A / DCA 650AWH

STANDARD 5/8” 3/8” 1 LORC-1 LORC-1.5 LORC-3

DCA 900A / DCA 900AWH

STANDARD 5/8” 3/8” 1&3 LORC-3 LORC-3 LORC-4

DCA 1500A / DCA 1500AWH

STANDARD 3/4” 1/2” 1 LORC-4 LORC-4 LORC-5

STANDARD 3/4” 1/2” 3 LORC-4 LORC-4 LORC-5

QUIET 3/4” 1/2” 1 LORC-5-850 LORC-5-850 N/A

QUIET 3/4” 1/2” 3 N/A N/A N/A

DCA 2000A / DCA 2000AWH

STANDARD 3/4” 1/2” 1 LORC-5 LORC-8 LORC-8

STANDARD 3/4” 1/2” 3 LORC-5 LNQ-S01-A005-10 LNQ-S01-A005-10

QUIET 3/4” 1/2” 1 N/A LORC-8-850 LORC-8-850

QUIET 3/4” 1/2” 3 N/A LNQ-S01-A005-10 LNQ-S01-A005-10

DCA 2500A / DCA 2500AWH

STANDARD 7/8” 1/2” 1 LORC-8 LORC-8 LORC-10

STANDARD 7/8” 1/2” 3 LNQ-S01-A005-10 LNQ-S01-A005-10 LNQ-S01-A005-10

QUIET 7/8” 1/2” 1 LORC-8-850 LORC-8-850 LORC-10-850

QUIET 7/8” 1/2” 3 LNQ-S01-A005-10 LNQ-S01-A005-10 LNQ-S01-A005-10

DCA 3000A / DCA 3000AWH

STANDARD 7/8” 5/8” 1 LORC-8 LORC-8 LORC-10

STANDARD 7/8” 5/8” 3 LNQ-S01-A005-10 LNQ-S01-A005-10 LNX-S01-A006-10

QUIET 7/8” 5/8” 1 LORC-8-850 LORC-10-850 LORC-12-850

QUIET 7/8” 5/8” 3 LNQ-S01-A005-10 LNQ-S01-A005-10 LNQ-S01-A006-10

DCA 3300A / DCA 3300AWH

STANDARD 7/8” 5/8” 1 LORC-8 LORC-10 LORC-12

STANDARD 7/8” 5/8” 3 LNQ-S01-A005-10 LNQ-S01-A005-10 LNX-S01-A006-10

QUIET 7/8” 5/8” 1 LORC-10-850 LORC-10-850 LORC-14-850

QUIET 7/8” 5/8” 3 LNQ-S01-A005-10 LNQ-S01-A005-10 LNX-S01-A006-10

DCA 3500A / DCA 3500AWH

STANDARD 1 1/8” 5/8” 1 LORC-10 LORC-12 LORC-14

QUIET 1 1/8” 5/8” 1 LORC-10-850 LORC-14-850 LORC-16-850

DCA 3600A / DCA 3600AWH

STANDARD 1 1/8” 5/8” 1 LORC-10 LORC-10 LORC-12

STANDARD 1 1/8” 5/8” 3 LNX-S01-A006-10 LNX-S01-A006-10 LNX-S01-A006-10

QUIET 1 1/8” 5/8” 1 LORC-10-850 LORC-12-850 LORC-16-850

QUIET 1 1/8” 5/8” 3 LNQ-S01-A006-10 LNQ-S01-A006-10 LNX-S01-A006-10

DCA 4100A / DCA 4100AWH

STANDARD 1 1/8” 5/8” 1 LORC-10 LORC-12 LORC-14

STANDARD 1 1/8” 5/8” 3 LNX-S01-A008-10 LNX-S01-A008-10 LNX-S01-A008-10

QUIET 1 1/8” 5/8” 1 LORC-12-850 LORC-14-850 LORC-21-850

QUIET 1 1/8” 5/8” 3 LNX-S01-A008-10 LNX-S01-A008-10 LNX-S01-A008-10
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DCA 4400A / DCA 4400AWH

STANDARD 1 1/8” 5/8” 1 LORC-10 LORC-12 LORC-16

QUIET 1 1/8” 5/8” 1 LORC-12-850 LORC-14-850 LORC-21-850

DCA 4800A / DCA 4800AWH

STANDARD 1 1/8” 3/4” 1 LORC-12 LORC-14 LORC-21

STANDARD 1 1/8” 3/4” 3 LNX-S01-A008-10 LNX-S01-A008-10 LNH-S01-A009-10

QUIET 1 1/8” 3/4” 1 LORC-12-850 LORC-16-850 LORC-21-850

QUIET 1 1/8” 3/4” 3 LNX-S01-A008-10 LNX-S01-A008-10 LNX-S02-A010-10

DCA 5500A / DCA 5500AWH

STANDARD 1 1/8” 7/8” 1 LORC-12 LORC-16 LORC-21

STANDARD 1 1/8” 7/8” 3 LNX-S01-A008-10 LNX-S01-A008-10 LNL-S02-A010-10

QUIET 1 1/8” 7/8” 1 LORC-16-850 LORC-21-850 LORC-23-850

QUIET 1 1/8” 7/8” 3 LNX-S01-A008-10 LNX-S01-A008-10 LNX-S02-A010-10

DCA 6500A / DCA 6500AWH

STANDARD 1 1/8” 7/8” 1 LORC-14 LORC-21 LORC-21

STANDARD 1 1/8” 7/8” 3 LNX-S01-A008-10 LNH-S01-A009-10 LNH-S02-A011-10

QUIET 1 1/8” 7/8” 1 LORC-21-850 LORC-21-850 LORC-26-850

QUIET 1 1/8” 7/8” 3 LNX-S01-A008-10 LNX-S02-A010-10 LNX-S02-A013-10

DCA 7000A / DCA 7000AWH

STANDARD 1 3/8” 7/8” 1 LORC-16 LORC-21 LORC-26

STANDARD 1 3/8” 7/8” 3 LNH-S01-A009-10 LNL-S02-A010-10 LNX-S02-A013-10

QUIET 1 3/8” 7/8” 1 LORC-21-850 LORC-26-850 N/A

QUIET 1 3/8” 7/8” 3 LNX-S02-A010-10 LNX-S02-A010-10 LNX-S02-A013-10

DCA 8000A

STANDARD (2) 1 1/8” (2) 5/8” 1 LORC-21 LORC-23 N/A

STANDARD (2) 1 1/8” (2) 5/8” 3 LNL-S02-A010-10 LNX-S02-A013-10 LNH-S02-A015-10

QUIET (2) 1 1/8” (2) 5/8” 1 LORC-26-850 N/A N/A

QUIET (2) 1 1/8” (2) 5/8” 3 LNX-S02-A010-10 LNX-S02-A013-10 LNX-S02-A015-10

DCA 9000A

STANDARD (2) 1 1/8” (2) 3/4” 1 LORC-23 LORC-26 N/A

STANDARD (2) 1 1/8” (2) 3/4” 3 LNX-S02-A013-10 LNL-S02-A014-10 LNH-S02-A017-10

QUIET (2) 1 1/8” (2) 3/4” 1 N/A N/A N/A

QUIET (2) 1 1/8” (2) 3/4” 3 LNX-S02-A013-10 LNX-S02-A015-10 LNX-S03-A020-10

DCA 11000A

STANDARD (2) 1 1/8” (2) 7/8” 1 LORC-26 N/A N/A

STANDARD (2) 1 1/8” (2) 7/8” 3 LNX-S02-A013-10 LNX-S02-A015-10 LNL-S03-A021-10

QUIET (2) 1 1/8” (2) 7/8” 1 N/A N/A N/A

QUIET (2) 1 1/8” (2) 7/8” 3 LNX-S02-A013-10 LNX-S02-A015-10 LNX-S03-A020-10

DCA 14000A

STANDARD (2) 1 3/8” (2) 7/8” 1 N/A N/A N/A

STANDARD (2) 1 3/8” (2) 7/8” 3 LNL-S02-A016-10 LNL-S03-A021-10 LNL-S03-A024-10

QUIET (2) 1 3/8” (2) 7/8” 1 N/A N/A N/A

QUIET (2) 1 3/8” (2) 7/8” 3 LNX-S03-A020-10 LNX-S03-A023-10 LNL-S03-A024-10




